
Acoustic Telephone Hood
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Applications

Anti-corrosive material: glass reinforced plastics (GRP), SUS304 /316 
mounting bracket and mounting plate.
Inside the hood's shell is a perforated polypropylene lining that houses
non-hygroscopic acoustic insulation. It helps to absorb ambient sound up to 30dB.

Flame resistant insulation and robust design, up to 50kg 
of equipment can be carried.
Color standard yellow (other colors available).
Beacon and LED lamp option.
UV resistant and suitable for indoor and outdoor or where privacy is required.

Order Information

Item Description                                      Model Number

The acoustic hood is designed for indoor and outdoor where noisy locations such as power plants,
refineries, nuclear facilities, factories, chemical plants, school and public areas etc.

Acoustic Insulation: 50mm Tissue faced non hygroscopic Rockwool (RW3) 
density 60kg/m3.

Model: HZ-AH1508005X

Page 57 of 58

Acoustic Hood Orange RAL 2004      HZ-AH1508005(ORG) 
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Installation

Warranty

                Created: 05.02.2021  Updated:  05.02.2021                                

Unit size: 930x710x610mm 
Net weight: 26kg
Packing size: 975x800x680mm
Gross weight: 32kg
Packing box: Carton box / Wooden box

Packing

Model: HZ-AH1508005X

36 months of defect warranty by manufacture.
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